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emPowering People

For over 60 years, JAKSON has been
dedicated to making a better world through
diverse business enabling technology that
span power generation, contract based
engineering and exports. JAKSON - an INR
1000 cr enterprise leads the market in
manufacture of DG sets ranging from 15 kVA -
2500 kVA

Founded on strong engineering base,
JAKSON has evolved into a leading brand for
design and manufacture of hi-end generating
sets; power distribution like LVIMV
switchgears, electrical switchboards, Control
Panels and Distribution Boards etc.

Jakson caters to a wide network of industrial
segmenls including telecommunication.
Construction, Manufacturing, Healthcare,
Hospitality, Retail and may more.

Product

Jakson offers remarkable range of products
addressing entire spectrum of your power
generation needs.

All products conform to strict quality standards
as most of the crucial manufacturing is carried

JAKSON is a world leading manufacturer

of products address entire spectrum of powe

out at Jakson facilities. Two of the
components used in the generating sets
are sourced from Cummins- a leading
hi-tech engines and
Newage (Stamford) a leading
manufacturer of alternators.

manufacturer of

Manufacturing

To Provide qualitative and quantitative Jaksons Limited., Daman
excellence, Jakson has developed four
world class manufacturing facilities- three
units located in Daman one of which is the
largest in Asia spanning over 1,50,000 sg.
ft. The Northern India facility is located in
Greater Noida, U.P.

The sheet metal fabrication facilities at
Daman & Noida have the latest state-of
the-art CNC turret punch, CNC press
brakes from “Amada” Japan and shearing
machine from Bystronic Switzerland.
These machines ensure very high
accuracy enabling production of compact
and high quality enclosures and control
panels. Welding is done strictly using TIG &
MIG to ensure high quality welds.

tank automised pre-
treatment process that
includes de-greasing, de-
rusting,
phosphating, passivation
and oven drying followed
by de mineralized water

activation,
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STANDARD DIESEL GENSETS
15 kVA to 2500 kVA

CNC Turret Punch machine

Silent Gensets assembly shop
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SILENT DIESEL GENSETS
15 kVA to 2500 kVA

Trolley mounted
Weather Proof Gense

RTU assembly shop Control Panels



of power generating sets from 15 kVA - 2500 kVA. Its remarkable range

- generation needs for varied customers across the globe.

Jakson Enterprises, Daman

where required.

These fabricated
components then undergo
powder coating with pure
polyester powder by
“Robeotic Arm” before being

ate Office, Noida

GAS GENSETS

conveyorized baking oven This ensures
long life for painted components and
provides protection against corrosion,
ensuring durability and gloss. The Paint
section is also equipped with a hi-tech
laboratory to ensure quality check.

The facilities are equipped with an Effluent
Treatment Plant to neutralize hazardous
water & polluting chemicals there by
protecting the environment.

The genset assembly facility is equipped
with World class material handling and
testing facilities. Each and every
generating set packaged at Jakson is
thoroughly tested at full load prior to
despatch.

Custom Design

With strong engineering base and high
caliber workforce, Jakson has successfully
developed custom designed products to
meet requirements like turnkey power
houses, special application sets, PLC
based synchronising system,
containerised sets etc.

50 kWe to 1750 kWe

Shop Floor Panel RTU and Std Gensets " 'Powder Coating

Assembly Shop

After Sales Support

+ Pre and post-sales service available for all

products.

+ Service support team available at all

regional/branch offices.

+ Frequent training sessions organized for
service engineers to keep them technically

updated.

+ Customers can opt for an Annual

Maintenance Contract.

+ As a joint effort, Jakson and Cummins
provide service excellence and spare part
support to all Cummins engine users

(about 1,00,000 active engines across
India)

CAPTIVE POWER PLANTS
T MW to 15 MW

i
Amada punching & vending




TECHNICAL SPECIFICATIONS

Diesel Generating Sets Silent Diesel Generating Sets

Diesel Sllent Encl.| Sllent DG | Rating Dimensions (mm) Approx.

Genset Engine Modet (FEUMG|Rated cn“r:l";:' BHP C;‘"‘:‘ ;:rs Aspiration Model No. | Model No. | (kvA) |TLength | Width | Height | Welght Fuel Tenk
Lo el J5P15 CI15D5P 15 2400 | 900 1375 | 1.00MT | soLus
CJ £ ﬁP 3 X1.7-G1 15 12 Fal 20 2 NA "JSF'ZD CJ20D5P 20 2400 200 1375 1.00 MT 50 Ltrs.
CJ2005P | X2.5-G2 20 16 28 32 3 N | J8P25 | Cl2sD5P 25 2400 900 1375 1.00MT | 50 Lirs.
CJ2505P | x25-G2 2 | 20 | 3 | » 3 NA JsP0 | cusse 20 2800 | 1150 | 1450 | 16MT | 1s0Lus
CJ3005P | $38-G3 2 30 2 a2 45 4 NA J5P35 | cusspse 3 2800 | 1150 1450 | 1.6MT | 150Ltrs.

35 28 49 45 4 NA JSPA0 | CJ40D5P 40 2800 | 1150 1575 | 1.6MT 150 Lirs.

4 32 56 58 4 TC JSP45 | cuasnsp a5 2800 | 1150 1576 | 16MT | 150Lus
CJ4505P | 53.8-G4 45 36 62 58 4 T JSPE0 | cisonse 50 2800 | 1150 1575 | 16MT | 150Ltrs.
CJ5005P | $3.6-G6 S0 | 40 P0; | feo A J5: JSP62 Cl62D5P 625 2850 | 1150 1575 | 17MT | 150Lus.
CHatnke |siear fess] oo LLs 80 4 TCA JSP75 CIT5D5P 75 3850 | 1150 1700 | 225MT | 205Ltrs
OIS0 | 6AT-5.8.61 L I 106 L Te...| JsPez Cls205P 825 3850 | 1150 | 1700 | 23MT | 205Lis.
CIOOE) L68T:5.5:01 f2f . se o 413 108 g L J5P100 GI100D5P 100 4000 | 150 | 1700 | 24MT | 215l
SJ100DSH. [(0BTAG.0.61:L 200, ].-80: 11 130 124 8 FA JsPiz5 25050 125 4000 | 1150 | 1700 | 2amT | 215Lus
ﬁigi 5::::-9"52" i e O S L [ Jspia0 | caaoosp 140 | 4000 | 1150 | 1700 | zaMT | 215Lwe
el :CT :;9:"' ‘“; nz | 195 | 170 L L JSP160 CI160D5P 160 4500 | 1500 | 1876 | samT | 285l
e ecw:.ala.s.;-: :jo :i‘: Z:z : z:’: : 1: ISP180 CIB0DSP 180 4500 | 1500 | 1875 | s4MT | 2sLus

e T — J5P200 CJ200D5P 200 4500 | 1500 1875 | 34MT | 285Lrs
CJ200D5P | 6CTAAB.3-G1-1 200 | w60 | 278 | 245 6 TA = ,‘
e [screasel = [l 5e | o = = JSP 250 CJ25005P 250 4650 | 1700 | 2050 | 46MT | 375U
P o i |- < o B TA JSP 320 CJ320D5P 320 5500 | 2000 | 2500 | e5MT | s2ouws
rmooer [Niios o o T e = = JSP 380 CJ380D5P 360 5500 | 2000 | 2500 | BSMT | s20Lims
TR PR R e g T T o JSP 500 CJ500D5P 500 6500 | 2000 | 2350 | BOMT | #35Lrs
CJGO0DSP | VTA-28-G3- 800 480 834 710 12 TA JSP 600 Sienonse 500, 000 - 2500 _.291_5 Al 690 Ltrs
CI62505P | VTA28.G51 625 500 ) 750 1z | JSP 825 CJB25D5P 625 7000 2500 2835 10.5MT 990 Lirs,
CJTS0DSP | KTA-38-G24 750 800 1043 890 12 TA _JSF 75[! CJ750D5P 750 7500 2500 3385 11.5MT 990 Lrs,
CUS00DSP | KIA-38-G3.1 a0 | se0 | 1112 | 950 1z Tca | Cocefel CIo00D5. Lt J5007| 2500 | 'S865. | ML.GMT | eanlin |
CJ1D10DSP | KTA-38.G5 1010 208 1405 1180 12 TA _J_SP 1010 CJ101005P 1010 8000 2800 3300 12 MT 990 Lirs,
CJ1250D5P | KTA-50-G3 N 1250 | 1000 | 1738 1470 16 T JSP 1250 CJ1250D57 1250 o700 | 2900 3450 | 13.5MT | 990Lws.
CJ1500D5P | KTA-50-G8-I 1500 ‘\Zﬂb 2086 1735 16 TA JSP 1500 ‘CJ150005P 1500 Data available on request
CJ2000D5P | QSK-60-G4 2000 | 1600 | 2782 | 2319 16 TA JSP2000° | CJ200005P | 2000
* TA- Turbo After Cool, TC- Turbo Charged, TCA- Turbo Charged After Cool . Gensets are avai in Heat Exch: type Cooling System.
Gas Generating Sets - Stoich Range

Gas Genset Rating No. of

Modal o | Engine Modet | TEUS | Ratedkwe | BHP | oD | Aspiration PRODUCT RANGE
B-50-G5 P 6 B5.9 NA 50 40 69 6 NA f

—— - — B Standard Diesel Generating Sets
CJ-125-G5P G-855-G 125 st 100 167 6 NA 15 kVA to 2500 kVA
CJ-180-G5P GTA-855-G 180 144 242 [ TCA - - "
! z M Silent / Weatherproof Diesel Generating Sets

CJ-250- | GTA-1150-G 250 200 333 6 TCA 15 kVA to 2500 kVA
CJ-380-G5P GTA-1710-G 380 304 450 12 TCA .

2 B Gas Generating Sets
CJ-500-G5P | GTA-2300-G | 500 400 800 12 TCA 50 kWe to 1750 kWe
CJ-625-G5P GTA-3067-G 625 500 750 16 TCA [ Captive Power Plants
Gas Generating Sets - Lean Burn Range 1MWita:15 My

Gas Gensets | GASGensots | Raling | Rated | Engine | No.of |, M Control Panels: for Various Applications
Model (OLD) Model (NEW) | (kVA) (kWe) Model | Cylinders| AsPiration
315 GFBA C315N5C | 304 QSK-19-G P

,,,,,, T O.nine_Toa OPTIONA
575GOHA  |CSTSNSC | 719 575 |QSK-38-G | 12, Vee | TCA
1160 GQKA  |C 1160 NSC | 1450 1160 |QSK-60-G | 16, Vee | TCA B Containerized Gensets.
1370GAMA  |C1400NSC | 1750 | 1400 |QSK-60-G | 16,Vee | TCA | B Weatherproof Gensets.
1925 | 1540 911 .
1590 QANA | GIEA0NGC QSV-81G | 18, Vee | TCA | B Mobile / Trolley Mounted Gensets.
1570 GQMB | C1750 NSC 2118 1750 |QSv-91-G | 16,Vee | TCA . .
B Custom built Generating Sets.
1750 GQNB-50| C 2000 NSC 2500 2000 |QSV-91-G | 18,Vee | TCA -

Medium & High Voltage Gensets.
Note : All Genset ratings are governed by engine standards BS:5514(1) / ISO-3046
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emPowering People

Corporate Office : Regional Offices.

A-43, Phase-Il (Extn.), Opp. NSEZ, Kolkata Ph. (033) 66335800 Fax : (033) 66335805 E-mail: jaksonkolkata@jakson.com

Noida- 201305 (UP) INDIA Mumbai Ph. (022) 27664454, 27802383 Fax: (022) 27650294 E-mail: jaksonmumbai@ijakson.com

Ph.  :(0120) 4302600, 2568923-27 New Delhi Ph. (011) 85457616 - 17 Fax:(011) 25753427 E-mail: jaksondelhi@jakson.com

Fax :(+91-120) 4302646, 2568930 Bhubaneswar Ph. (0674) 2540005, 2540906 Telefax: (0674) 2540905 E-mail: jaksonbbsr@jakson.com

s-m:ﬂ alf:?nlaci@laksan,com Indore Ph. (0731) 4042011 Fax: (0731) 2526456 E-mail: jaksonindore@jakson.com

egd. Office : Kanpur Ph. (0512) 2304677, 2303499 Telefax : (0512) 2304634 -mail: j

101, Ratan Jyot, 18, Rajendra Place, Bm:c" o [{ } [( ) E-mail: jaksonkanpur@jakson.com

g:\ﬁ' Pew;"gsﬂq“:?'s'“@';\” 574865456 B Mob. : 93192.58525  Guwahati- Mob. :99540-38818 Meerut- Mob. : 93194-47530

e »(+91)“ AR Aligarh/Mathura- Mob. : 93196-03567 Lucknow- Mob. : 98391-10134 Rudrapur- Mob. : 98370-58611

g (.km’n rh)alhi Hitpra Haridwar- 8370-17868  Varanasi- Mob.: 98392-41506 Jamshedpur-  Mob. : 9334445567
Ja ) " Gorakhpur - 8397-05110 Raipur-  Mob.: 93002-05447 Allahabad- Mob. : 98392-10580

Website : www.jakson.com BhopaliGwalior- Mob. : 98277-06235 Ranchi-  Mob.: 93344-45567 Noida- Mob. : 99587-97355

D = Product Imp isa i process. Specification are subject {o change without Notice™.



